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1-Line, Uni-directional, Transient Voltage Suppressor  
 
 
 
 
 
 
 
 
 

 
 

 
IEC61000-4-2(ESD): ±30kV (contact) 
IEC61000-4-5(surge): 30A �������������V��

  
�”��Power management 
�”��Battery Contacts 
 
Mechanical Characteristics  
�”���3�D�F�N�D�J�H�����'�)�11608-2L 
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�vDefinitions of electrical characteristics  
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

COMPL IANT  
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VF Forward voltage

IF Forward current

VFC Forward clamping voltage

IPP Peak pulse current

VRWM Reverse stand-off voltage

IR Reverse leakage current

VBR Reverse breakdown voltage

VCL Clamping voltage

IPP Peak pulse current
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�vAbsolute Maximum Ratings  (Ta=25°C unless otherwise specified)  

PARAMETER SYMBOL Rating UNIT 

Peak pulse power (tp � ������������s) Ppk 1500 W 

Peak pulse current (tp � �������������V�� IPP 30 A 

ESD according to IEC61000-4-2 air discharge 
VESD 

±30  KV 

ESD according to IEC61000-4-2 contact discharge ±30 KV 

Junction temperature TJ 125 oC 

Operating temperature TOP -40~85 oC 

Storage temperature TSTG -55~150 oC 

 

 
�vElectrical  Characteristics  (Ta=25℃ Unless otherwise specified) 

PARAMETER Symbol  UNIT Conditions  Min Typ  Max 

Reverse maximum working voltage VRWM V    24 

Reverse leakage current IR uA VRWM =24V   1 

Reverse breakdown voltage VBR V IBR = 1mA 26  30 

Forward voltage VF V IT = 20mA 0.25  1.25 

Clamping voltage 3) VCL 
V IPP = 1A, tp � �������������V  26.5 30 

V IPP = 30A, tp � �������������V  44 50 

Junction capacitance CJ pF 
VR = 0V, f = 1MHz 
Any I/O pin to GND  160 180 

 

(1). TLP parameter: Z0 = �����
�����Wp = 100ns, tr = 2ns, averaging window from 60ns to 80ns. RDYN is calculated from 4A to 16A. 
(2). Contact discharge mode, according to IEC61000-4-2. 
(3). Non-repetitive current pulse, according to IEC61000-4-5. 
 
�vOrdering Information (Example)  

PREFERED P/N UNIT WEIGHT(mg) 
MINIMUM 

PACKAGE(pcs)  
INNER BOX 

QUANTITY(pcs)  
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�v Typical Performance Characteristics  (Ta=25℃  unless otherwise Specified) 
 

8/20μs waveform per IEC61000-4-5                                       Contact discharge current waveform per IEC61000-4-2 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Clamping voltage vs. Peak pulse current                                         Capacitance vs. Reverse voltage 
 
 
 
 
 
 
 
 
 
 
 
 
 







ESD24VFPA 
 

 6 / 6 

   Yangzhou Yangjie Electronic Technology Co., Ltd. 
 

S-D647 
Rev.1.1,31-Oct-25 

www.21yangjie.com 

Disclaimer  

 
The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 
right to make changes without notice for the specification of the prod

http://www.21yangjie.com/

